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General Description

The  AUDIO_ADPCM-REL1A is a hardware accelerator System-On-Chip (iSOC) solution
that interfaces on one side to an 8-to-32-bit digital audio multi-channel PCM data bus with
clock and handshaking controls, with sampling frequencies ranging from 8KHz to 48KHz,
and delivers a 4-to-1 compressed. The module contains all the required blocks to rapidly
(few clock cycles) compress/de-compress audio digital data through a robust and error
protected algorithm. The basic AUDIO_ADPCM-REL1A iSOC supports 8-bits to 32-bits
sampled PCM data.

Applications

The AUDIO_ADPCM-REL1A, an integral part of NewCore’s iSOC developed
solutions, finds applications in:

• Wireless transport systems,
• Wired transport systems,
• All PCM audio data applications.

The NewCore implementation of AUDIO_ADPCM permits this module to be adapted to
interface to standard bus formats.

Features

The AUDIO_ADPCM-REL1A’s main features are:

• Realtime continuous and burst data support
• Robust and Error protected algorithm
• Compression/de-Compression requires “few clock cycles” to be processed
• Can be adapted to interface to various bus formats

For more information regarding this product, please contact sales at: 1-514-624-4458 or at
sales2@newcoretech.com 

You may also visit NewCore’s web site at: www.newcoretech.com 
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